% ‘ ILLINOIS ENVIRONMENT PROTECTION AGENCY MEMORANDUM

DATE: March 6, 1980
TO: Division File
FROM- Kenneth Bechely

SUBJECT: cCook County - L.P.C. - 03117402 .
McCook/Motor Oils Refining -Permit No. 1980-2-DE

On February 12, 1980, E.P.A., Permit No. 1980-2-DE was issued to the
subject facility. As a result, Mr. Kenneth L. Fredette, the plant
administrator, requested an Operating Permit in a letter dated
February 27, 1980.

Mary Wang Schroeder made a Pre-Developmental inspection at the faciltiy
on September 26, 1979, and wrote a report describing her observations
on November 8, 1979 (Copy attached). The memo provides an accurate
account of the existing conditions.

-~
-

Permit No. 1980-2-DE does not require any site development work, it
only states that the plant comply with the Rules and Regulations
outlined in Chapters 2, 7 and 9, and that any wastes generated by

the facility be disposed of properly, etc.

In talking with Mary Schroeder T do not see the need for a Pre-QOperational
Permit inspection, since this is an existing facility which does not
require any physical modifications in order to obtain an Operating

Permit. T therefore request that the Permit Section either grant or

deny an Operating Permit based on the information which was previously
submitted.

cc:;fﬁorthern Region
-Thomas Cavanagh - Manager, Permit Section
-William C. Child- Manager, F.O.S.

EPA Region 5 Records Ctr.
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| B SUBJECTi”{ﬂf: Predevelopmen;a1 Inspection

e . Cook County "~ ~- IR
T McCook/Motor 0113 Refinwng Company:_f‘L

On September 26, 1979, a predevelopmental inspectidhtﬁas made of the

E Hotor 0ils Refining Company in McCook, I1linois. Hereafter Motor 01152

Refining Company will be referred to as MORCO. Mr. Ken Fredette, Plant
Adm1n1strator accompanxed me - dur1ng the unspection. :

The MORCO facility has bee1 in operat1on since October of IQAO. The ,
faci!wty is located in an area zoned industrial.  The northedge of the
site is bordered by 47th Street. A bowling alley is located across 47th

Street north of the site. A forest preserve borders the east edge of the

property. The Metropolitan Sanitary District of Greater Chicago has a

demolition and dried sludge site south of MORCO according to Frecette. A o

railroad line passes between the MORCO site and the MSDGC property A
paint company neighhors MORCO on the west. The MORCO land is 1eased from
Commenwealth Edison and 111inois Central Gu]f Ra11road :

" There are two separate unloading and storage areas. One area is for oils
containing no water. The other is for oils containing water. The piping
is heated with steam to keep the material free-flowing. The majority of
oil is transferred to and from the site by railroad. The unloading and
storage tank areas are bordered by concrete berms approximately 2 feet
high. About 10 feet beyond the edge of the site on the east and west
there exist clay berms about 8 feet h1gh'accord1ng to Fredette. These . =
berms have established stands of grass covering them. The Illinois.
Central Gulf Railroad line that passes south of MORCO prov1des a berm

- there, although, the integrity of a railroad berm serving as containment
of 1iquids is questionable.  As previously mentioned, 47th Street borders
the site on the north. The level of the street is about 20 feet higher
than that of the MORCO facility. ‘

On March 5, 1879 a MSDGC canal southwest of MORCO ruptured. A1l .
facilities in the immediate area were flooded. Mr. Fredette indicated
that water and runoff from surrcunding companies drained to the MORCO
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éife The property that MORCO occup1es is 1n elevation in the v1c1n1ty. o

~ A1l water and runoff collected on the MORCO site was processed through

their oil-water separator, air filtration, system and the precipitation
system using polymers and aluminum sulfate. - After the water had been
cleansed and a pH between 7 and 8 had been obtained, the water was

~ discharged to the MSDGC system. Mr, Fredette sawd that MSDGC personne] - ;
' samp]e the vwater d1scharge weekly. - o

o

After the rupture in the MSDEC canal, MORCO was under 4 feet of water. o

A1l the equipment had to be replaced or overhauled. The entire quantity-

of water and runoff that collected on MORCO property was processed. .This -

situation had been dealt with and business back to normal by the first
veek in June. When the mishap occurred, 4 of 9 foremen resigned. This
indicates a certain capacity to deal thh emergency situat1ons. -.;__;

MORCO reref1nes 30 million ga1lons_of waste 0115 per year. The products
generated by the rerefining of waste oils include fuel, lube oils, road -
oils, and asphalt. Approximately 50% of MORCO's waste oils come from -
railroad diesel oil drainings. The vast majority of this is done on a
closed customer circuit; that is the waste oils are obtained from,
rerefined and delivered to the seme companies that provided the waste g
oils. The other 50% of waste oi]s are 1ndustrial 011 dra1n1ngs and S
automotive 0il dra1n1ng¢ o : § S Lo )

" The s]udge generated by the f11tration process is hau]ed by Chemica1
. Haste Management,” a licensed special waste hauler. The sludge is

Tandfilled at CID in Calumet City. The sludge is generated at a rate of

-about 5, 000 ga]]ons per month

_if:_Potab]e water in the v1c1n1ty is obtained from public water distribution
- ‘systems. There are no known wells in the immediate area. Information -

e obtained from U.S.G.S. Geologic and Topographic Map indicates an alluviam:

" 'deposite beneath ‘the MORCO facility. The material is predominately silty .
- ¢clay alluviam with seams of sand or gravel dispersed throughout. 1In veiw
= of the fact that the unloading and storage arcas of the site are bermed = -
. with concrete and the parameter of the site is also bermed the geological -
~ .-conditions at the site are significant. In the event of a spill. the -
- material may be contained within the berms until pumped into tanks,

however, the permeability of the soil may not be conducive to the
containmnnt of liquid for any period of time Tests would be needed to

_ fully determ1nn thTS

The MORCO fac1]1ty is 10cated SO as. not to contr1bute s1gn1f1cant1y to

the irmediate area.

- scenic blight. There are no known archaeologica] or historic sites 1n

e,

The facility is 1ocated SO as not to sign1f1cant]y contr1bute any hazards ”
to public health and safety. The fact that the majority of the oils are
transferred by railroad minimizes diesel truck traffic in the area.






